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much for your cooperation.  If you have any questions, please do not hesitate to contact  us. 
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About Universal Fastener Outsourcing  

 
Universal Fastener Outsourcing, LLC (UFO) is an OEM supply chain company with 60+ years of 
experience in the fastener and pneumatic tool industry and a member of STAFDA (Specialty Tool 
And Fastener Distributor Association), NWPCA (National Wooden Pallet and Container 
Association), and a Charter Member of NADRA (North American Deck and Railing Association) 
along with consistently attending Deck Expo/Remodeling Show, IBS, and JLC Live.  Brand name 
products include: UFO Ballistic NailScrews® (BNS)/ PneuScrews®, collated nails (Stainless 
Steel, Framing, Roofing, Fencing, etc.), special pneumatic tools, collated screws with a primary 
focus on hidden deck fastening, and bulk fastener products. Sourcing products worldwide, UFO 
can deliver everything from multiple containers per month, five pallets out of stock, and OEM 
special manufactured tools from ten (10) to ten thousand (10,000) at extremely competitive 
prices to your door. 

UFO is Unique  

As an outsourcing company, UFO can coordinate your special orders from our Northwest 
Arkansas Headquarters including:  creating, designing, customizing, manufacturing, importing, 
and delivering products.   

UFO has Inventiveness and Vision 

The UFO family, known for having the most up-to-date knowledge in the fastener industry, will 
work with you to see that your fastening needs are met on a timely basis. 

Å Sales Personnel know fasteners, the fastener market, and they know how to work with you. 
Å The experienced and disciplined operations and accounting team make UFO cost effective. 
Å The IT Department is on the cutting edge of technology and knows all the trends, which 

keeps UFO ahead of the curve.   Contact webmaster@911-Nails.com.  

Why trust UFO? 

UFO is a privately owned company where three of the owners you talk to handle your business, 
including your questions, fastener and tool designs, order placements, and shipments to your 
location. 

Å Professional and knowledgeable personnel! 
Å Strong opinions and free advice! 
Å A real person answers the phone! 

Quality 

Our plant is ISO (9001, 16949, & 14001) Registered and has IAPMO Annual Inspections. 

 

   

 

 

 

mailto:webmaster@911-Nails.com
http://911-nails.com/Docs/IAPMO_ER_0133.pdf
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About Universal Fastener Outsourcing  

 

 

 

UFO WORLDWIDE HEADQUARTERS 

Northwest Arkansas 
800.352.0028 or 479.443.9292 
 

 

 

 

UFO WAREHOUSE 

4800 Industrial 
Peru, IL 61354 
 

 

 
  

 

 

   

   

 

 

 
 

 
Call us at 800.352.0028, 479.443.9292, or visit our website at 911-Nails.com.  We strive to 
provide prompt and effective technical support.  We will be better able to help if you know the 
following information when you call:   

¶ The type or model of pneumatic tool you are using.   

¶ The type and length of NailScrews® or fasteners you are using or considering. 

¶ The type and thickness of the material you are driving through and into. 

 

W. C. Litzinger:  WCLitz@911-Nails.com          Jim Boyd:  JBoyd@911-Nails.com 

Sherry Stewart:  SStewart@911-Nails.com for operations and order tracking. 

Technical Support  

Contact us for a 
FREE SAMPLE 

http://911-nails.com/
mailto:wclitz@911-Nails.com
mailto:jboyd@911-Nails.com
mailto:sstewart@911-Nails.com
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Approvals & Recommendations  

Ballistic NailScrews® are approved or recommended for the following:   

 

AERT MoistureShield®/ChoiceDek® 
 

 

 

Fiberon 

 

 

GeoDeck 

  

Trex  

 

 

  

Mantis   

AdvanTech 

 

    
OSB 
Plywood 
Subfloor 
Shear Wall 

Allied Tube & 
Conduit  

 

CertainTeed  
  

Osmose, Inc.  
  

Dragonboard   

Chart taken from page 16 of the Trex® 2011 Installation Guide. 

The above trademarks are not affiliated with Universal Fastener Outsourcing, LLC and are the property of their respective owners. 
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Important Information & Safety  

The following information is provided to ensure the proper installation of UFO products.  UFO may change 
specifications, designs, and models without notice and without liability for the changes to the fasteners or 
tools.  This catalog includes most information available as of its publication.  Please consult our website at 

911-Nails.com for more information and installation videos. 

 
 
 
 
Products are designed and manufactured for the recommended purposes included in this catalog.  
Modifications to any of the products or installation methods should not be made.  The performance of any 
modified products or altered installation methods are not guaranteed and are the sole responsibility of the 
designer.  Modifications to the products or installation method may void the Manufacturerôs Warranty, and 
UFO will not be held responsible for any or all claimed loss or damages. 

 
 

 

1. There are a variety of fasteners and tools to choose from.  There may be more than one product that 
will work well for your application.  The information provided in this catalog is intended to help the 
designer find the best product to fit the application and environment.  A qualified designer should make 
the choice of which products should be used.  Please contact UFO for any assistance needed. 

2. Select the collation, type, size, length, thread, head, coating, material, point, and other characteristics 
of fasteners needed for your tools, applications, and environment.  The incorrect fastener choice may 
not provide the desired results.  For screw size equivalence, see the chart on page 8. 

3. Consult the corrosion resistance section before choosing a fastener. 
4. Check load ratings of the fasteners before using in structural applications such as crating. 
5. UFO BNS designers can be reached by e-mail or phone for helpful suggestions:   

W.C. Litzinger:  WCLitz@911-Nails.com or Jim Boyd:  JBoyd@911-Nails.com.  
 
 
 

 

1. Choose a collation of Ballistic NailScrew® and Ballistic NailScrew® Driver/Tool needed. 
2. Choose the Ballistic NailScrew® fastener length. 
3. Choose a coating that meets the necessary corrosion resistance needed.   
4. Use fasteners only in recommended applications.  Always test the fastener in scrap material prior to 

installation.  For tough applications, confirm your air pressure is 120 PSI or the tool manufacturer's 
maximum recommended pressure at the tool. 

5. Always follow safety instructions and use safety equipment. 
6. Always wear protective eyewear when installing Ballistic NailScrews® with a pneumatic or gas tool. 

Terms & Conditions of Sale  

Designer Considerations  

Installer Considerations  

http://www.911-nails.com/
mailto:wclitz@911-Nails.com
mailto:jboyd@911-Nails.com
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Important Information & Safety  

 

Please keep in mind these safety measures when using UFO Ballistic NailScrews® and NailScrew® 

Drivers:   

1. Always keep your work area clean and uncluttered.   

2. Provide adequate lighting for the work area. 

3. Only operate Ballistic NailScrew® Drivers and equipment in safe environments.  Do not use tools in 

wet, damp, or rainy locations.  

4. Do not use Ballistic NailScrew® Drivers or other tools around flammable liquids or gases.  Sparks 

may be produced, especially when used with metal applications. 

5. Keep away from children or bystanders to prevent bodily injury.  Ballistic NailScrews® may ricochet 

if not installed correctly or into the correct materials. 

6. To prevent injury, never modify a Ballistic NailScrew® Driver in any way.  Modifications to the tools 

will void the warranty. 

7. Never hold a Ballistic NailScrew® Driver by the air hose.  Keep hoses away from sharp objects, 

heat, oil, or moving parts.   

8. Use the appropriate weight or exterior extension cords when needed for the air compressor. 

9. Never use Ballistic NailScrew® Drivers when fatigued or under the influence of medications, drugs, 

or alcohol.  Always be alert and attentive.  

10. Wear appropriate clothing.  Keep clothing, jewelry, gloves, hair, or other loose items away from 

moving parts in order to prevent them being caught resulting in injury. 

11. Make sure the Ballistic NailScrew® Driver is pointed in a safe direction before plugging it in.  Keep 

your hands away from the trigger, power switch, or nose when carrying.  

12. Always wear proper safety equipment such as protective glasses, hard hat, safety shoes, etc. 

13. Be careful to maintain balance and proper footing. 

14. Store Ballistic NailScrew® Drivers in a dry, secure area when not in use.  Keep out of the reach of 

children or untrained personnel. 

15. Always unplug the Ballistic NailScrew® Driver from the power source and air compressor before 

making adjustments, changing accessories, or storing.  If you are using a gas tool, remove the 

battery or gas cylinder. 

16. Keep Ballistic NailScrew® Drivers properly maintained and lubricated. 

17. Only use accessories recommended by Universal Fastener Outsourcing, LLC. 

18. Only use the Ballistic NailScrew® Drivers recommended for the appropriate Ballistic NailScrew® 

length, size, and diameter. 

19. Any repairs to Ballistic NailScrew® Drivers should be made by qualified personnel.  Use only 

authorized parts.  Contact Elder-Hayes, Inc. for tool parts and services at www.elder-hayesinc.com 

or 800.769.0775.

http://www.elder-hayesinc.com/
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Warranty  

Limited Lifetime Warranty Against Corrosion  

Universal Fastener Outsourcing, LLC (UFO) will replace any Ballistic NailScrews®/PneuScrews® with 
PT2000® and PPG1500Ê coated, ACQ Rated, Wood, Composite, or stainless steel exterior screw that 
corrodes under any of the conditions described below that are applicable to that screw. The obligation of 
UFO under this warranty shall be limited to replacement of corroded or otherwise defective screws used 
for normal residential, non-commercial applications. 

UFO warrants, to the original retail purchaser of its PT2000® and PPG1500Ê coated or stainless steel 
exterior screws, that those screws will not corrode due to exposure to normal environmental conditions or 
to corrosives contained in treated lumber, or plastic/wood composite decking material.  Please note:  
Stainless steel screws are the only UFO products warranted for use on or near the water, such as for 
docks, boardwalks or piers.  

UFO warrants, to the original retail purchaser of its PT2000® and PPG1500Ê coated exterior screws, that 
those screws will not corrode due to exposure to normal environmental conditions or to corrosives 
contained in CCA pressure treated lumber, mahogany, teak, Ipe, Pau Lope® , or Ironwoods®.    

UFO warrants, to the original retail purchaser of its PT2000® and PPG1500Ê coated exterior ACQ Rated 
and Composite screws, that such screws will not corrode due to exposure to normal environmental 
conditions, or to corrosives contained in any of the materials listed in the preceding paragraph, or to 
exposure to chemicals used, as of January 1, 2007, in pressure treated lumber formulations designated as 
ACQ, MCQ, Copper Quat, or Copper Azole types CBA-A and CA-B. 

This warranty is not transferable. It is the sole responsibility of the purchaser to arrange and to pay for the 
return to UFO of any screws to which this warranty applies, along with a completed warranty registration 
card, photos of project, and proof of purchase.  

UFO shall not be liable for any installation or re-installation costs or incidental or consequential damages,  
and UFO shall have no further obligations hereunder except as expressly stated above. 
 
Note:  Some wood species like Cedars and Redwoods may cause bleeding and are not covered under 
this warranty although Ballistic NailScrews® may still work in projects using these wood species (use 
Stainless Steel where bleeding is a concern).    
 
 WARRANTOR DOES NOT MAKE ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS OF THE 
PRODUCT FOR A PARTICULAR PURPOSE. THERE ARE NO OTHER WARRANTIES THAT EXTEND BEYOND THE 
DESCRIPTION IN THE FACE HEREOF. 
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FAQs  

 

 UFO FAQs About Ballistic NailScrews ® (BNS)  
  

What are Ballistic NailScrews®? 
A Hybrid® Fastenerðthat is, an especially designed, patented screw that you pneumatically drive with 
your nail gun! NailScrews® combine the advantages of collated nails (ease and speed of installation) with 
the best aspects of screws (quality and adjustability). Many people are finding new ways that NailScrews® 
can help them and are enjoying increased production, time savings, and labor savings. 

 

What is pull-out resistance?   
The amount of force (measured in pounds) needed to withdraw a fastener from the material or substrate.  
For example:  The 2¼ò BNS averaged 523 lbs. to 533 lbs. in Southern Yellow Pine Testing in 2006.  Intertek 
Report #3100366-001 and is approved for subfloors and shear walls by IAPMO #0133. 
 

How much pull-out resistance is enough? 
When you are trying to hold two pieces of wood together, the issue is to match the pull-out resistance with 
the head pull through.  Example: If the fastener has 1,000 lbs. of pull-out, but the head will pull through 
the material being fastened at 350 lbs., why have such a large difference? òA chain is only as strong as 
its weakest linkó Why not match them closer together?  That is what BNS allows you to do while giving 
you an acceptable connection.  ñBigger or stronger is not always NEEDED or worth paying for.òðW. C. 
Litzinger   3rd Party Testing available on request. (Intertek Report #3100366-001) 

Test 1:   Shear    
Test 2:   Bending Yield Strength   
Test 3a:   Pull-out Resistance through 5/8" OSB into Douglas Fir 
Test 3b:   Pull-out Resistance through 5/8" OSB into Southern Yellow Pine 
Test 3c:   Pull-out Resistance through 3/4" OSB into Douglas Fir 
Test 3d:   Pull-out Resistance through 3/4" OSB into Southern Yellow Pine 
Test 4:   Pull-out Resistance through 1/2" Densglass Gold into 12 ga Steel Stud 
Test 5:   Pull-out Resistance through 5/16" Hardiplank into 12 ga Steel Stud 
Test 6:   Pull-out Resistance through 5/8" Sheet Rock into Southern Yellow Pine 

 

How do I determine the appropriate length of NailScrews®? 
The length of the fastener will depend on the materials to which it is attaching to 
the substrate material.  In wood, the length of the fastener should allow the 
threads to penetrate the substrate at least 1ò or more.  When attaching to 12-16 
gauge metal, the length of the fastener should only allow two to five threads to 
penetrate the metal.  Calculate in the thickness of the material you are fastening 
and allow for the appropriate penetration into the substrate.  Please see the 
chart on page 14 for more assistance.   

 

How is installing Ballistic NailScrews® in steel different from installing in 
wood? 

In wood, the length of the fastener should allow the threads to penetrate the substrate at least 1 ï 2 
inches.  When attaching to metal, the length of the fastener should only allow ıò to İò (3 ï 5 
threads) to penetrate the metal.  This will provide the best holding power. 
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FAQs  

 

What is the Point LocatorÊ Series? 
Point LocatorÊ is the ability to line up the ballistic tip to an exact location to drive the NailScrew®.   

 

How do I determine the appropriate diameter of NailScrews®? 
Larger diameters have greater shear values.  .113ò is normal, .120 is stronger, and .131 is heavy.  In steel 
applications, only .113ò is recommended.  Depending on the holding power needed, you achieve this by 
increasing or decreasing length or diameters or both depending on the thickness of the two pieces being 
fastened.  Since Ballistic NailScrews® are driven in with only a slight turning motion, smaller 
diameters can be used. 

 

 
 
 
 
 
 
 
What is shear strength?   

Shear strength is the maximum load applied to a fastenerôs axis before it will fracture or split, 
essentially causing the fastener to break in half.  Shear strength is usually specified in pounds 
per square inch (PSI).  Single shear values for fasteners are typically calculated based upon 
the nominal body diameter or body shear area, BSA. 

 

What coating/material options are available for Ballistic NailScrews®? 

¶ Interior or temporary, use (YZ) yellow zinc dichromate.  

¶ Exterior use in ACQ or MCQ treated lumber, use PT2000®, PPG1500Ê, or 410 stainless 
steel with PPG1500Ê. 

¶ Around salt water or brackish water, use 305 or 316 stainless steel only. 
 

What tools do I need? 

¶ Wire coil and sheet coil tools give you 200 ï 225 Ballistic NailScrews® (BNS) per coil, 
reducing the amount of reloading required during production.   

¶ Plastic strip tools usually have a magazine angle of 20° to 22° and can hold two strips of 25 
BNS allowing the application of 50 BNS before reloading.  Plastic strip collations allow for 
better color matching options.   

¶ Tools that have a 30° to 34° magazine can hold two plastic strips of 25 BNS allowing the 
application of 50 BNS before reloading.    

 

What applications are appropriate for using Ballistic NailScrews®? 
Versatility is the main advantage for Ballistic NailScrews®.  The application possibilities are endless!  
Applications range from decking (wood, composite, or PVC), crating, pallets, concrete forms, fencing, fiber-
cement siding, roofing, subfloor, shear walls, sheathing, manufactured housing, and many more.   

Coarse Thread Construction Screws Cross-Reference 

UFOõs Ballistic NailScrews® Replaces Screw Number 

.113ò nominal wire size with a major thread diameter of .125ò 6, 7, or 8 

.120ò nominal wire size with a major thread diameter of .135ò 8 or 9 

.131ò nominal wire size with a major thread diameter of .146ò 9 or 10 

.148ò nominal wire size with a major thread diameter of .165ò 10 or 12 
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Corrosion Resistance  

 

Time  Savings  Study  

How can Ballistic NailScrews® save you time and money? 
We did a time study comparing: 

¶ Bulk screws 

¶ Collated screws 

¶ Ballistic NailScrews® using three tools: 
o NSD9021 20° - 22° Plastic Strip Nailer 
o NSDGT9021FRH 20° - 22° Plastic Strip Gas Nailer 
o NDSCN75 15° Coil Nailer 

In our study, we timed the application of two deck boards on 12 inch centers (28 fasteners).  
The professional deck builder had never used Ballistic NailScrews® or Ballistic NailScrew® 
Drivers before. 
 
 
 
 
 
 
 
 
 
 
 
 

See our speed comparison video at HowToNailScrew.com.  
 

 

Fastener and Tool 
Time in 

Seconds 

% of Time 
Saved over 
Bulk Screws 

Bulk Composite Screw 240  

Collated Screws 112 53% 

NSD9021 Strip Tool with NailScrews® 56 77% 

NSDGT90FRH Gas Tool with NailScrews® 58 76% 

NSDCN75 Coil Tool with NailScrews® 47 80% 

http://www.911-nails.com/nailscrewvideo.html#Speed_Comparison_Between_Bulk_Screws,_Quik_Drive®,_and_Three_Types_of_BNS_NailScrew_Drivers®
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Corrosion Resistance  

  
 

Dollar  Savings  Cost  Study  

We took the time savings study and looked at cost savings.  Using the following variables from 
a professional deck builder: 

1,100 linear feet of deck boards uses 2,300 fasteners.  Therefore, we based our 
calculations on 2.1 fasteners per linear foot (6" boards) and 4.6 fasteners per square foot.
  

 
 

Other variables we used for our calculations: 
$25 Full labor cost per hour worker #1 $500 Daily cost for overhead and equipment use 

$25 Full labor cost per hour worker #2 8 Number of hours worked per day 

$25 Full labor cost per hour worker #3 $62.50 Resulting hourly cost of equipment and 
overhead 

$75 Full labor cost per hour for all workers $1.04 Resulting cost per minute of equipment and 
overhead 

$1.25 Resulting labor cost per minute  1,000 Square Foot Deck 

 
 

 
 
 

 
 
 
Please use our cost calculator at 911-nails.com/Fastening100,000SqFtCostCalculator.xls for a 
more complete cost savings analysis. 

 
 

 
  

Cost Per 

Fastener
Total Costper Sq. Ft.

Amount 

Saved Total Costper Sq. Ft.

Amount 

Saved

0.0700Bulk Composite Screw 1,828$     1.83         1,391$      1.39         

0.1280Collated Screws 1,292$     1.29         536$        983$         0.98         408$        29%

0.1000NSD9021 with NailScrews 811$        0.81         1,017$     617$         0.62         773$        56%

0.1000NSDGT90FRH Gas Tool with NailScrews824$        0.82         1,004$     627$         0.63         764$        55%

0.1000NSDCN75 Coil Tool with NailScrews 755$        0.75         1,073$     574$         0.57         816$        59%

0.5150The Eliminator Tool: Mantis Clips with NailScrews  (1.8 cl/sq ft) 1,369$      1.37

0.5150Groover Mantis System with NailScrews (1.8 cl/sq ft) 1,369$      1.37

0.5050TC Tool TCG Clip (2.6 cl/sq ft) 2,682$      2.68

0.4365The Hidden Link (3.78 cl/sq ft) 4,125$      4.12
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Cost to Fasten Your Deck Project

% 

Cheaper 

than Bulk 

Screws!

12" on Center 16" on Center

Includes labor, fasteners, and overhead 

for a 1,000 square foot deck 

http://911-nails.com/Fastening100,000SqFtCostCalculator.xls
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Corrosion Resistance  

 PT2000 ® 
"The Next Best Thing to Stainless SteelÊ" 

 

PT2000® is quickly gaining acceptance as the ñnext best thing to stainless steelò for use in the more corrosive 
wood treating chemicals and many exterior applications like: decks, fences, boat docks, board walks, playground 
equipment, sill plates, joist hangers, etc. PT2000® coating is available on items including: Ballistic NailScrews® 
(BNS) collated nails or bulk screws designed to be in contact with Pressure Treated Lumber. 
 

PT2000®   . . .  

è Offers superior corrosion resistance versus competitive coatings  
è A premium quality coating for exterior applications  
è All PT2000® test data confirmed by third party tests  
è Has corrosion resistance that exceeds ASTM AC257 hot dipped in ASTM B117 treated lumber accelerated tests 
è Has Consistent resistance to corrosion  
è Delays initial occurrence of red rust which is critical to product durability  
è Has a distinctive gray color  
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1,008 1,008 1,008 1,008 1,008 816 816 816 816

Hours Hours Hours Hours Hours Hours Hours Hours Hours

PT2000 PT2000

408 480 288 360 1,656 1,656 72 168 240

25% 29% 17% 22% 100% 100% 4% 10% 14%

PT2000 VS 7 TOP NAME BRAND COATINGS

Below are the Hours to Red Rust in ACQ Treated Lumber  and (ASTM B-117) Salt Spray Test  Concurrently

Below are the % comparisons to PT2000 at 100%
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Testing in 2003 

http://www.911-nails.com/Docs/CSI_Bulletin-Osmose.pdf
http://www.911-nails.com/Docs/NW_Fastener_Info_Sheet-Osmose.pdf
http://www.911-nails.com/Docs/CSI_Bulletin-Osmose.pdf
http://www.911-nails.com/Docs/ACQ_Fastener.pdf
http://www.911-nails.com/Docs/ACQ_Fastener.pdf
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Ballistic NailScrew
®

 Coatings  

Environment 
Untreated  
Lumber 

Treated 
 Lumber 

Composite 
Decking 

PVC 
Decking 

Steel/ 
Metal 

Interior (Dry) Yellow Zinc 
PT2000® 

PPG1500Ê 
N/A N/A 

Yellow Zinc 
PT2000® 

Exterior 
PT2000® 

PPG1500Ê 
PT2000® 

PPG1500Ê 
PT2000® 

PPG1500Ê 
PT2000® 

PPG1500Ê 
PT2000® 

PPG1500Ê 

Corrosive/Coastal 
Exposure 

Stainless 
Steel 

Stainless 
Steel 

Stainless 
Steel 

Stainless 
Steel 

410 Stainless 
Steel w/ PPG 

COATINGS  

PT2000 ®  
PT2000® is used for more corrosive wood treating chemicals and many exterior applications like: decks, fences, 
boat docks, board walks, and playground equipment.  Salt spray tests show no corrosion in over 1,500 hours.  

For more information on corrosion resistance, see page 9. 

PPG1500Ê 
PPG1500Ê by Pittsburg Paint Group allows color matching to products such as composite decking while still 
providing corrosive protection.  Salt spray tests show no corrosion in over 2,000 hours.   

Yellow Zinc (YZ)  
Yellow Zinc coating is used for temporary corrosion resistance.  YZ coating is not designed for use with Treated 
Lumber or exterior applications.  Class 1 galvanized ASTM A641/A64M-98 is available on request (special order 

only). 
 

STAINLESS STEELS  

305 Stainless Steel  
305 is an austenitic chromium-nickel stainless steel that is not magnetic.  It cannot be hardened by heat treatment. 
It is corrosive resistant.  ASTM B-117 Salt Spray Tests show no sign of surface red rust at 1,000 hours.  

316 Stainless Steel  
316 is an austenitic chromium-nickel stainless steel containing molybdenum.  It provides an increased strength at 
higher temperatures and provides the highest corrosive resistance.  ASTM B-117 Salt Spray Tests show no sign 
of surface red rust at 1,000 hours. 

410 Stainless Steel with PPG1500Ê 

410 is a martensitic grade of stainless steel that is magnetic.  It is corrosive resistant in mild chemical environments.  
When coated with PPG1500Ê, ASTM B-117 Salt Spray Tests show no sign of rust at 5,500 hours. 

Contact UFO for testing data on 410 Stainless Steel and PPG1500Ê. 
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NailScrew
®

 Specs  

 

 HEAD       

STYLES 

 

 

  
Phillips      Square         Star         Combo 
                                           DriveÊ 
  Other Head Styles Available Upon Request 

 
 
 
  CM            Combo         Flat             
 Head Trim           Head                                                                          
         Head 

 SHANK 
Partly or  

Fully  

Threaded 

½ Thread 
 
 

ӏ Thread 
 
 

Full Thread 

  

 
   TM            Wafer        Combo                
 Head  Head       Head 

 THREAD 

STYLES  

 
 
 
    

  

     Fine                   Coarse  

 

 POINT  

STYLES 

  

 

 

       Ballistic             Sharp          Blunt          Tek Point        Type 17 (Auger) 
                                                                       (Bulk Only)          (Bulk Only) 

 

PREFIX & SUFFIX CODES FOR PART NUMBERS 
HD = 21°  PLASTIC STRIP CM = CRATING MASTERÊ PT = PRESSURE TREATED 

PT2000® OR PPG1500TM 

PH = PHILLIPS 
 

HS = PLASTIC SHEET COIL TM = TRAILER MASTERÊ SS = STAINLESS STEEL  SQ = SQUARE 

MC = MINI COIL  H = HIGH LOAD YZ = YELLOW ZINC GALV. SP = COMBO DRIVEÊ 
(#2 SQUARE/PHILLIPS) 

PS = 34°  PLASTIC STRIP PL = POINT LOCATOR BNS = BALLISTIC 
NAILSCREW® 

TH = TRIM HEAD  
(T-15 STAR) 

WC = WIRE COIL    

COLOR CODES 

B = BROWN BL = BLACK C = CEDAR G = GRAY 

M = MAHOGANY 
T = TAN 

EARTH TONE 

W = WHITE / 

WALNUT (ONLY ON 

HSNS212113PSQW) 

SS = STAINLESS STEEL 

Debris 
Trapping 
Threads on 
select 
items. 
 
 
 
 
 
 
 
 
 
Buttress 
Threads 
Easy to 
drive in, 
hard to 
withdraw. 
 
 
 
 
Ballistic 
Point 
penetrates 
without 
splitting. 
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Ballistic NailScrew
®

 Length Chart  

Fastener Length Chart  
OSB, Plywood, Fiber-Cement Boards, Composite Decking Boards, etc. to Wood Substrate     

                                                                     Ĳó ð ĳó Thick 

 
1òx4ò 

                 
2òx4ò 
2òx6ò                             1ıò              1İò       

                           1İò       1Ĳò        2ò         2ıò        2İò          3ò            3İò  
 

 
Wood to Wood Substrate 

 

            1ó ð 1ıó (38 mm) Thick 

   

                                     1òx4ò                                    
2òx4ò 

                                   2òx6ò 
 
 

      1Ĳò                2ò              2¼ò   
 

                            2İò          3ò               3İò  

 
 

 
12-16 ga Metal to Wood Substrate 
 

 
 1òx4ò                                                 2òx4ò                                                  2òx6ò  

  
or larger 

        1ıò      1İò      1Ĳò           2ò                  

                                                                                                          2ò         2ıò            2İò                                         2ò    2ıò    2İò      3ò     3İò    4ò+                                                  

OSB, Plywood, Fiber-Cement Board, etc. to 12-16 ga Metal Substrate 

Ĳó ð ĳó Thick 
 

               1ıò             1İò                         

 
Decking to 12-16 ga Metal Substrate 

 

1ó Thick 
 

 

        1ıò            1İò                            1Ĳò              

Ĳò 
1İò 

Ĳò 1İò 
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Metal Applications  

Tips for  Using BNS in Light Gauge   
Metal  Applications  

  

¶ Use a pneumatic tool with the capability of adjusting the depth of the drive. 

¶ Use no-mar tips on your pneumatic tool.  See page 80 for a suggested list of tools. 

¶ Be precise with your placement and stay perpendicular to the work surface. 

¶ Make sure the materials being fastened are pulled very tightly against each other to limit the springing or 
flexing (push-away) as much as possible.  It is recommended to layout the materials first then manually 
screw the material together tightly in random places to avoid push-away or buckling.  A conscientious 
person can then complete the job with NailScrews®. 

¶ Limit the recoil of the tool as much as possible.  Use the sequential fire setting available on most current 
model tools so you can be very deliberate in your placement. 

¶ Establishing and maintaining the correct air pressure is the most critical. No more than a 10 lb. to 15 lb. 
variation will allow the depth of drive you have selected to function consistently.  Keep in mind that using 
more hose causes a drop in the pressure at the tool; therefore, the 
shorter the hose (and the closer to the compressor), the better the 
control you will have.  

¶ Stay close to the fold of the metal for strength and to reduce push-away. 

¶ For the best pull-out resistance, only allow three to five threads of the 
NailScrew® through the metal substrate as shown. 

 
Benefits 

¶ Reduced labor cost with the increase in speed will save you time and money.  See our Time and Cost 
Savings Study on pages 9-10. 

¶ Our beveled fine threads and ballistic points are designed to disturb the substrate as little as possible.   

¶ Independent testing has shown Ballistic NailScrews® provide greater shear values, pull-out resistance, 
and bend yield strength.  

 
Tightening or Removal 

¶ Driving the fasteners correctly the first time should be your first goal. 

¶ If it is driven incorrectly, use a manual screwdriver to tighten or remove it.  

¶ To remove BNS, go slow for the first few revolutions while the treads are cutting into the metal  
(12-18 gauges).  Remember:  Speed kills. 

 
Applications 

Ballistic NailScrews® can be used in most all applications where cement 
board, wood, or composites are being attached to light gauge metal.  
Please see the application section for more information on the BNS.   Call 
479.304.1238 for assistance with your special application and ask for W.C. 
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Applications  Overview  

 

Ballistic NailScrews ® (BNS) are 
collated  screw s that install with a 
pneumatic nailer.  Using them 
can  increase productivity, lower 
labor costs, provide high quality 
and durability to your work , and 
reduce the operation stress  
associated with other collated 
screw systems .   

 
 
 

 

Applications in this section: 

 Concrete Forms .............................................. 26-27 

 Crating/Pallets ................................................ 22-24 

 Decks/Docks ................................................... 17-21 

 Door/Window Sills ............................................... 29 

 Engineered Wood Products ............................ 38-38 

 Fencing ........................................................... 30-32 

 Fiber-Cement Siding ....................................... 33-35 

 Fiberglass-Backed Gypsum Sheathing ................ 36 

Multi-Ply Trusses ........................................... 38-38 

 Roof Decking  ................................................ 39-40 

 Steel Frame Decking ........................................... 21 

 Subflooring/Sheathing.................................... 41-42 

 Timber Framing/Bridge Building/Pole Barns ........ 43 

 Trailer Floors ........................................................ 44 

 Underlayment ...................................................... 45 

  

 
 

 òDrive them in;  

   Screw them out!óÊ  
 

òFast like collated nails, but when 
you finish, you have the advantage 
of a screw assembly.ó 

      Rich Steptoe  
  Trex® Decking Platinum Installer  
          Trex® Contours Steptoe Siedzkowski Construction 

òQuit Screwinõ Around; Go Ballistic!óÊ 
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Application:  Decks/Docks  

 

20/22° BNS Plastic Strip   

  

PT2000 ®, PPG1500Ê, or Stainless Steel Combo Trim Head  

Part Number Length Diameter Head Color #/Case 
Case/ 
Skid 

 

PTHDNS214113TH 2ıò (57 mm) .113ò (2.8 mm) T-15 PT2000® 1,000 100 

PTHDNS214113THB 2ıò (57 mm) .113ò (2.8 mm) T-15 Brown 1,000 100 

PTHDNS214113THC 2ıò (57 mm) .113ò (2.8 mm) T-15 Cedar 1,000 100 

PTHDNS214113THG 2ıò (57 mm) .113ò (2.8 mm) T-15 Gray 1,000 100 

PTHDNS214113THT 2ıò (57 mm) .113ò (2.8 mm) T-15 Tan 1,000 100 

PTHDNS300113TH 3ò (75 mm) .113ò (2.8 mm) T-15 Gray 1,000 100 

SSHDNS300120TH 3ò (75 mm) .120ò (3 mm) T-15 305 SS 1,000 100 

PPG1500Ê Coated with Color  Combo Head  
Part Number Length Diameter Head Color #/Case Cases/Skid  

PTHDNS214CSQB 2ıò (57 mm)  .120ò (3 mm) #2 SQ Brown 1,000 100 

PTHDNS214CSQC 2ıò (57 mm)  .120ò (3 mm) #2 SQ Cedar 1,000 100 

PTHDNS214CSQG 2ıò (57 mm)  .120ò (3 mm) #2 SQ Gray 1,000 100 

PTHDNS214CSQT 2ıò (57 mm)  .120ò (3 mm) #2 SQ Tan 1,000 100 

PTHDNS212CSQ 2İò (65 mm) .120ò (3 mm) #2 SQ Gold 1,000 100 

For use with ACQ treated lumber and all types of wood decking.  Special order colors available on request. 

 Virginia Tech Multiple Use Classified 

PPG1500Ê Flat  Head - Dark Gray  

Part Number Length Diameter Head #/Case 
Cases/ 
Skid 

 

PTHDNS134113PH 1Ĳò (44 mm) .113ò (2.8 mm) #2 PH 1,000 100 

PTHDNS200113PH 2ò (50 mm) .113ò (2.8 mm) #2 PH 1,000 100 

PTHDNS212113PH 2İò (65 mm)Î .113ò (2.8 mm) #2 PH 1,000 100 

PTHDNS212113SQ 2İò (65 mm)Î .113ò (2.8 mm) #2 SQ 1,000 100 

PTHDNS212113SP4 2İò (65 mm)Î .113ò (2.8 mm) #2PH/#2SQ 4,000 48 

PTHDNS300113PH 3ò (75 mm) Î .113ò (2.8 mm) #2 PH 1,000 100 

PTHDNS300113SQ 3ò (75 mm) Î .113ò (2.8 mm) #2 SQ 1,000 100 

PTHDNS300113SP4 3ò (75 mm) Î .113ò (2.8 mm) #2PH/#2SQ 4,000 48 

For use with all types of wood decking, ACQ treated lumber, and all other treated lumber.  Î IAPMO #0133 
 

 

305 Stainless Steel Robertson ® Square Drive Flat Head  
Part Number Length Diameter Head #/Case Cases/Skid 

 
 

SSHDNS212120SQ 2İò (65 mm)  .120ò (3 mm) #2 SQ 1,000 100 

SSHDNS300120SQ 3ò (75 mm) .120ò (3 mm) #2 SQ 1,000 100 

Stainless Steel is for use near salt water or brackish water and wood decking. 

Pressure Treated 
Lumber  

Brown   Cedar     Gray        Tan 

Gray        Brown        Tan       Cedar    

Î 

Combo DriveÊ 
 #2 SQ & #2 PH 

http://911-nails.com/Docs/IAPMO_ER_0133.pdf
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Application:  Decks/Docks  

 

20/22° BNS Plastic Strip  

PT2000 ®, PPG1500Ê, or Stainless Steel Combo Trim Head  

Part Number Length Diameter Head Color #/Case 
Cases/ 
Skid 

 

PTHDNS214113TH 2ıò (32 mm) .113ò (2.8 mm) T-15 PT2000® 1,000 100 

PTHDNS214113THB 2ıò (32 mm) .113ò (2.8 mm) T-15 Brown  1,000 100 

PTHDNS214113THC 2ıò (32 mm) .113ò (2.8 mm) T-15 Cedar  1,000 100 

PTHDNS214113THG 2ıò (32 mm) .113ò (2.8 mm) T-15 Gray 1,000 100 

PTHDNS214113THT 2ıò (32 mm) .113ò (2.8 mm) T-15 Tan  1,000 100 

PTHDNS300113TH 3ò (75 mm) .113ò (2.8 mm) T-15 Gray 1,000 100 

SSHDNS300120TH 3ò (75 mm) .120ò (3 mm) T-15 305 SS 1,000 100 

 For use with many types of composite decking, ACQ and other treated lumber, and hard and soft exotic lumbers. 
  

Test with 120 lbs. of air pressure  
at the tool for composite. 

Composite  

PPG1500Ê Coated with Color  Combo Head  

Part Number Length Diameter Head Color #/Case 
Cases/ 
Skid 

 

PTHDNS214CSQB 2ıò (32 mm)  .120ò (3 mm) #2 SQ Brown 1,000 100 

PTHDNS214CSQC 2ıò (32 mm)  .120ò (3 mm) #2 SQ Cedar 1,000 100 

PTHDNS214CSQG 2ıò (32 mm)  .120ò (3 mm) #2 SQ Gray 1,000 100 

PTHDNS214CSQT 2ıò (32 mm)  .120ò (3 mm) #2 SQ Tan 1,000 100 

PTHDNS212CSQ 2İò (65 mm) .120ò (3 mm) #2 SQ Gold 1,000 100 

For use with ACQ treated lumber and most types of wood decking.  Special order colors available on request. 
 

 Virginia Tech Multiple Use Classified 

2¼", 2½" and 3" are our most popular sizes for Decks/Docks of all 
kinds.   2¼" is best for 5/4" thick decking.  3" is best for 1½" thick decking. 

  

2¼" x .113ò Pull-out Resistance into Southern Yellow Pine averaged 
**533.27 lbs. per BNS 

 

Decking Example: Installing a 12' Deck Board on 16" centered joist with 
2 BNS per joist: 533 lbs. x 20 BNS = 10,660 lbs. of Pull-out Resistance 
on this one 12' Board. 

 

A 12ô long x 5.5ò board is 5.5 sq. ft.  10,660/5.5 sq. ft. = 1,938 lb./sq. ft.   
Using a safety factor of 3, the stated capacity would be 646 lb./sq. ft. 

 

**3rd Party Test Reference:  2006 ICC ES Approved Testing Lab Intertek 
Report #3100366-001 for Ballistic NailScrews (BNS) 

 

Head Pull Through of 2¼" x .120ò in 3rd party testing averaged 581.4 lbs. 
VS a 16D Galvanized Casing Head Nail average of 199 lbs.  Reference:  
2008 Wood Materials and Engineering Laboratory by Washington State 
University Direct Pull Through testing ASTM D1037-99 

AERT MoistureShield®/ChoiceDek® 

Gray        Brown         Tan        Cedar    

Brown  Cedar   Gray      Tan 
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Application:  Decks/Docks  

 

 

15° BNS Wire Coil  
 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

 
 

 316 Stainless Steel  Combo Trim Head  
Part Number Length Diameter Head #/Case Cases/Skid  

 
 
 

SSWCNS300120TH 3ò (75 mm) .120ò (3 mm) T-15 800 96 

Use Stainless Steel when within one mile of salt or brackish water, wood decking, and softer composites during 

warm weather.  Stainless Steel should NOT be used for framing. 

PT2000 ® Flat Head ð Dark Gray  

Part Number Length Diameter Head #/Case 
Cases/ 
Skid 

 
 

PTWCNS134113SQ 1Ĳò (44 mm) .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS200113SQ 2ò (50 mm) .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS212113SQ 2İò (65 mm)Î .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS300113SQ 3ò (75 mm) Î .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS300113SP 3ò (75 mm) Î .113ò (2.8 mm) #2PH/#2SQ 800 96 

  For use with many types of wood decking including ACQ and all other treated lumber.  Î IAPMO #0133 

 
 
 

/Trim  

 

NSDCN75 

Pressure  
Treated  
Lumber  

       Test with 110 lbs. of air pressure at  

        the tool for pressure treated lumber. 

PT2000 ® Combo Head ð Fully Vinyl Coated  
Part Number Length Diameter Head #/Case Cases/Skid  

PTWCNS214CSQ 2ıò (32 mm)  .120ò (3 mm) #2 SQ 800 96 

For use with many types of pressure treated lumber decking and some composite decking.  Dark Gray Color. 

 Virginia Tech Multiple Use Classified 

 Î 

Combo DriveÊ 
 #2 SQ & #2 PH 

http://911-nails.com/Docs/IAPMO_ER_0133.pdf
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Application:  Decks/Docks  

 

15° BNS Wire Coil  

 

 

 
 
 
  

PT2000 ® Combo Head ð Fully Vinyl Coated  
Part Number Length Diameter Head #/Case Cases/Skid  

PTWCNS214CSQ 2ıò (32 mm)  .120ò (3 mm) #2 SQ 800 96 

For use with many types of pressure treated lumber decking and some composite decking.  Dark Gray Color.  
 Virginia Tech Multiple Use Classified 

 

PT2000 ® Combo Trim Head ð Dark Gray  
Part Number Length Diameter Head #/Case Cases/Skid  

 
 
 

PTWCNS214113TH 2ıò (32 mm) .113ò (2.8 mm) T-15 800 96 

For use with many types of composite decking, wood decking, ACQ treated lumber, and some hard or soft exotic 
lumber. 

 
 
 

 316 Stainless Steel  Combo Trim Head  
Part Number Length Diameter Head #/Case Cases/Skid  

 
 
 

SSWCNS300120TH 3ò (75 mm) .120ò (3 mm) T-15 800 96 

For use when within one mile of salt or brackish water, wood decking, and softer composites during warm weather.  

Stainless Steel should NOT be used for framing. 

PT2000 ® Combo Trim Head ð White Head  
Part Number Length Diameter Head #/Case Cases/Skid  

 
 

PTWCNS214113THW 2ıò (32 mm) .113ò (2.8 mm) T-15 800 96 

For use with many types of composite or wood trim.  White powder coated and paintable.   

  Test with 120 lbs. of air pressure  
at the tool for composite. 

NSDCN75 

/Trim  

 

Composite  

"In five years, my company has used 18 pallets of UFO's Ballistic NailScrews® to 
install approximately 409,090 Square feet of Trex Composite decking, stairs, 
and trim.  To give you an idea about size, a football field is only 45,000 square 
feet; so we have installed enough decking to cover 9.09 football fields using UFO 
Ballistic NailScrews®.  Man, what a great time savings product!  We  
could have only done half this much decking using any other type of  
collated screws on the market." Rich Steptoe,  

Trex® Decking Platinum Installer 
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Application:  Decks/Docks  

 

15° BNS Plastic Sheet Coil  

 

 

 

 

Yellow Zinc Coated ð Flat Head  
Part Number Length Diameter Head #/Case Cases/Skid  

 
 

 
     

        

HSNS114113YZPH 1ıò (32 mm) .113ò (2.8 mm) #2 PH 3,600 56 

HSNS114113YZSP 1ıò (32 mm) .113ò (2.8 mm) #1 PH/#1 SQ 3,600 56 

HSNS112113YZPH 1İò (38 mm) .113ò (2.8 mm) #2 PH 3,600 56 

HSNS112113YZSP 1İò (38 mm) .113ò (2.8 mm) #1 PH/#1 SQ 3,600 56 

Good for Metal Applications (12-16 gauges).  Yellow zinc is for interior or weatherproof applications. 

PPG1500Ê Combo Trim Head  

Part Number Length Diameter Head Color 
# / 

Case 
Cases/ 
Skid  

HSNS112113THC 1İò (38 mm) .113ò (2.8 mm) T-15 Cedar 1,600 80 

HSNS112113THT 1İò (38 mm) .113ò (2.8 mm) T-15 
Tan/ 
Earth 
Tone 

1,600 80 

 For use when attaching decking (composite or wood) to Trex® ElevationsÊ and other metal joists  
(12-16 gauges).  Color matching can be done on larger, special orders.   

PPG1500Ê Flat Head  

Part Number Length Diameter Head Color 
# / 

Case 
Cases/ 
Skid 

 
 
 
 
 

HSNS112113PHG 1İò (38 mm) .113ò (2.8 mm) #2 PH Gray 1,600 80 

HSNS112113T15C 1İò (38 mm) .113ò (2.8 mm) T-15 Cedar 1,600 80 

 For use with Wood to Steel applications. 
 

Interior Use or Weatherproof Applications  

           Test with 120 lbs. of air pressure at the tool for composite. 

NSDCN75 

Steel Frame  

AERT 2008 Testing 
1İò x .113ò Plastic Sheet Coil Shot Through İò MoistureShield® Fence 
Picket into 1½ò x 16 ga. Allied Tube Galvanized Black Powder Coated 

Square Tubing averaged a maximum load of 556.25 lbs. 

        #2 PH  Combo 
DriveÊ 
#1 PH         
#1 SQ 

     For the  
      best pull-out  
     resistance,  

only allow three to five  
threads of the  

NailScrew® through the 
metal substrate. 
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Application:  Crating & Pallets  

 
 

 

 
 

 
 

 
 

 
 

 

  15° BNS Wire Coil  

Yellow Zinc Coated  ð Flat Head  

Part Number Length Diameter Head 
# / 

Case 
Cases/ 
Skid 

 

WCNS134113YZPH 1Ĳò (44 mm) .113ò (2.8 mm) #2 PH 3,600 56 

WCNS134113YZSP 1Ĳò (44 mm) .113ò (2.8 mm) #1SQ/#2PH 3,600 56 

WCNS200113YZPH 2ò (50 mm) .113ò (2.8 mm) #2 PH 3,600 56 

WCNS200113YZSQ 2ò (50 mm) .113ò (2.8 mm) #1SQ/#2PH 3,600 56 

WCNS200113YZSP 2ò (50 mm) .113ò (2.8 mm) #2 SP 3,600 56 

WCNS214113YZPH 2ıò (57 mm)Î  .113ò (2.8 mm) #2 PH 3,600 56 

WCNS214113YZSQ 2ıò (57 mm)Î  .113ò (2.8 mm) #2 SQ 3,600 56 

WCNS214113YZSP 2ıò (57 mm)Î  .113ò (2.8 mm) #1SQ/#2PH 3,600 56 

WCNS212113YZPH 2İò (65 mm)Î .113ò (2.8 mm) #2 PH 3,600 56 

WCNS212113YZSQ 2İò (65 mm)Î .113ò (2.8 mm) #2 SQ 3,600 56 

WCNS212113YZSP 2İò (65 mm)Î .113ò (2.8 mm) #1SQ/#2PH 3,600 56 

WCNS300113YZSP 3ò (75 mm)Î  .113ò (2.8 mm) #2SQ/#2PH 3,600 48 

WCNS300120YZSQ 3ò (75 mm)  .120ò (3 mm) #2 SQ 3,600 48 

WCNS300120YZSP 3ò (75 mm)  .120ò (3 mm) #2SQ/#2PH 3,600 48 

WCNS312131YZSQ 3İò (90 mm)  .131ò (3.3 mm) #2 SQ 3,600 48 

WCNS312131YZSP 3İò (90 mm)  .131ò (3.3 mm) #2SQ/#2PH 3,600 48 

Great for Southern Yellow Pine applications!  Harder Woods like Oak, Ash, etc. will increase Pull-Out Resistance 
of Ballistic NailScrews® dramatically.  Î IAPMO #0133     Virginia Tech Multiple Use Classified 

  

High Load Wire Coil Yellow Zinc Coated  ð Flat Head  

Part Number Length Diameter Head 
# / 

Coil 
# / 

Case 
Cases/ 
Skid 

 

WCNS200113YZSQHÙ 2ò (50 mm) .113ò (2.8 mm)  #2 SQ 900 3,600 56 

WCNS214113YZSQH 2ıò (57 mm) Î  .113ò (2.8 mm) #2 SQ 900 3,600 56 

WCNS212113YZSQH 2İò (65 mm) Î .113ò (2.8 mm) #2 SQ 900 3,600 56 

Special tools for mounting SUPER FAST!  Any head insert, coating, or diameter can be special ordered given 
enough time and quantity. Î IAPMO #0133    Virginia Tech Multiple Use Classified   
ÙSpecial Order Item Only   

 
 
 
 

      #2 SQ              #2 PH 
 
 
 
 
 

   

 

Combo Drive 
     #2 PH & #1 SQ or 

 #2 PH & #2 SQ 

1Ĳò, 2ò, 2ı", 2İ", 3ò, and 3İ" are our most popular sizes for Crates, Pallets, and Concrete Forms.  "Green," 
Earth Friendly applications for Ballistic NailScrews® are always welcome!  Folks love to take out 
the NailScrews® and reuse the materials for other projects, even housing in some countries.  For best 
results, unscrew the BNS slowly. 
 

Be sure to use a large enough BNS to hold the weight of the crated items, we make 3½" x .131ò for the big 
stuff. 

 a 

2¼" x .113ò Pull-out Resistance into Southern Yellow Pine averaged 525 lbs. per BNS and the shear value 
was 1,218 lbs. 

 

Reference:  2006 ICC ES Approved Testing Lab Intertek Report #3100366-001 for Ballistic NailScrews® (BNS) 

NSDCN75 

 Î 

 Î 

http://911-nails.com/Docs/IAPMO_ER_0133.pdf
http://911-nails.com/Docs/IAPMO_ER_0133.pdf
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Application:  Crating & Pallets  

15° BNS Plastic Sheet Coil  

Yellow Zinc Coated  ð Flat Head  

Part Number Length Diameter Head 
# / 

Case 
Cases/ 
Skid 

 
 
 
 

 

HSNS114113YZPH 1ıò (32 mm) .113ò (2.8 mm) #2 PH  3,600 56 

HSNS114113YZSP 1ıò (32 mm) .113ò (2.8 mm) #1PH/#1SQ 3,600 56 

HSNS112113YZPH 1İò (38 mm) .113ò (2.8 mm) #2 PH 3,600 56 

HSNS112113YZSP 1İò (38 mm) .113ò (2.8 mm) #1 PH/#1SQ 3,600 56 

HSNS112YZPHBP 1İò (38 mm) .113ò (2.8 mm) #2 PH 3,600 56 

 

Blunt Point Special Design to 
use when splitting is an issue. 

Plastic Sheet Coil 15° for Crate tops (unscrewing the top and reusing the materials is the Greener, Environmentally 
Friendly approach to crating) and is also good for Metal Applications (12-16 gauges). 

 

 

 

1Ĳò, 2ò, 2¼", 2½", 3ò, and 3½" are our most popular sizes for Crates, Pallets, and Concrete Forms.  "Green," 
Earth Friendly applications for Ballistic NailScrews® are always welcome!  Folks love to take out the NailScrews® and reuse 
the materials for other projects, even housing in some countries.  For best results, unscrew the BNS slowly. 
 

Be sure to use a large enough BNS to hold the weight of the crated items, we make 3½" x .131ò for the big stuff. 

  

2¼" x .113ò Pull-out Resistance into Southern Yellow Pine averaged 525 lbs. per BNS and the shear value was 1,218 lbs. 

 

Reference:  2006 ICC ES Approved Testing Lab Intertek Report #3100366-001 for Ballistic NailScrews® (BNS) 

NSDCN75 

Our NSDCN75 Tool drives 
both plastic sheet coil and wire 
coil collations from 1ıò to 3ò. 

        #2 PH  #1 PH & #1 SQ 
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Application:  Crating & Pallets  

 

30/34 ° BNS Plastic Strip  

Yellow Zinc Coated  ð Flat Head  

Part Number Length Diameter Head #/Case 
Cases/ 
Skid 

 

PSNS134113YZSP 1Ĳò (44 mm) .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

PSNS200113YZSP 2ò (50 mm) .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

PSNS214113YZSP 2ıò (57 mm) Î  .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

PSNS212113YZSP 2İò (65 mm) Î .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

PSNS300113YZSP      3ò (75 mm) Î .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

Use a paper tape strip nailer to install these Ballistic NailScrews®.   Î IAPMO #0133   
  Virginia Tech Multiple Use Classified   

 
  

NSDGT9034 

Î Combo DriveÊ 

#2 SQ & #2 PH 

Test with  
110 lbs. of  

air pressure  
 then adjust  
as needed. 

  

3" x .113ò Pull-out Resistance into Douglas Fir averaged 573 lbs. per BNS and the shear value was 1,289 lbs. 

 

2½" x .120ò Pull-out Resistance into Southern Yellow Pine averaged 709 lbs. per BNS and the shear value 
was 1,516 lbs. 

 

Reference: 2006 ICC ES Approved Testing Lab Intertek Report #3100366-001 for Ballistic NailScrews® (BNS) 

http://911-nails.com/Docs/IAPMO_ER_0133.pdf
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Application:  Crating & Pallets  

20/22° BNS Plastic Strip  

Yellow Zinc Coated  ð Flat Head  

Part Number Length Diameter Head #/Case 
Cases/ 
Skid 

 

HDNS134120YZSQ 1Ĳò (44 mm) .120ò (3 mm) #2 SQ 2,000 100 

HDNS200113YZPH 2ò (50 mm) .113ò (2.8 mm) #2 PH 2,000 100 

HDNS200131YZSQ 2ò (50 mm) .131ò (3.3 mm) #2 SQ 2,000 100 

HDNS200113YZSP4 2ò (50 mm) .113ò (2.8 mm) #2PH/#2SQ 4,000 48 

HDNS214113YZPH 2ıò (57 mm) Î  .113ò (2.8 mm) #2 PH 1,500 100 

HDNS214113YZSQ 2ıò (57 mm) Î  .113ò (2.8 mm) #2 SQ 1,500 100 

HDNS214113YZSP 2ıò (57 mm) Î  .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

HDNS214113YZPH 2ıò (57 mm) Î  .113ò (2.8 mm) #2 PH 1,000 192 

HDNS212113YZSP 2İò (65 mm) Î .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

HDNS212120YZPH 2İò (65 mm) .120ò (3 mm) #2 PH 1,500 100 

HDNS212120YZSQ 2İò (65 mm) .120ò (3 mm) #2 SQ 1,500 100 

HDNS300113YZPH      3ò (75 mm) Î .113ò (2.8 mm) #2 PH 1,000 100 

HDNS314120YZPH 3ıò (82 mm) .120ò (3 mm) #2 PH 1,000 100 

HDNS312131YZSP 3İò (90 mm) .131ò (3.3 mm) #2PH/#2SQ   

HDNS400148YZSP 4ò (100 mm) .148ò (3.8 mm) #2PH/#2SQ   

HDNS412148YZSP 4İò (115 mm) .148ò (3.8 mm) #2PH/#2SQ   

HDNS500148YZSP 5ò (125 mm) .148ò (3.8 mm) #2PH/#2SQ   

HDNS512148YZSP 5İò (140 mm) .148ò (3.8 mm) #2PH/#2SQ   

HDNS600162YZSP 6ò (150 mm) .162ò (4 mm) #2PH/#2SQ   

Flat Head NailScrews® YZ coated in Plastic Strip 20° for use with most Framing Nailers.  Used for crates, pallets, and 
concrete forms, BNS reduces the damage to materials and is a Greener, Environmentally Friendly Approach, 
allowing materials to be reused.   Be sure to consider the weight of the items to be crated and use large enough BNS.  
Harder Woods like Oak, Ash, etc. will increase Pull-Out Resistance of Ballistic NailScrews® dramatically.  Please call 
if you have questions. Î IAPMO #0133     Virginia Tech Multiple Use Classified 

 
 
 
 
 
 
 
 
 
 

 
 

  

3" x .113ò Pull-out Resistance into 
Douglas Fir averaged 573 lbs. per 
BNS and the shear value was 
1,289 lbs. 

 

2½" x .120ò Pull-out Resistance into 
Southern Yellow Pine averaged 709 
lbs. per BNS and the shear value 
was 1,516 lbs. 

 

Reference: 2006 ICC ES Approved 
Testing Lab Intertek Report 
#3100366-001 for 
Ballistic NailScrews® (BNS) 

NSDPL22130 
MultiBlow 
3ıó ð 5ó 

NSD9021 
1ĳó ð 3½ó 

Î 

#2 SQ          #2 PH       Combo DriveÊ 
         #2 SQ & #2 PH 

http://911-nails.com/Docs/IAPMO_ER_0133.pdf
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Application:  Concrete Forms  

15° BNS Wire Coil  
Yellow Zinc Coated  ð Flat Head  

Part Number Length Diameter Head 
# / 

Case 
Cases/ 
Skid 

 

WCNS134113YZPH 1Ĳò (44 mm) .113ò (2.8 mm) #2 PH 3,600 56 

WCNS134113YZSP 1Ĳò (44 mm) .113ò (2.8 mm) #2PH/#1SQ 3,600 56 

WCNS200113YZPH 2ò (50 mm) .113ò (2.8 mm) #2 PH 3,600 56 

WCNS200113YZSQ 2ò (50 mm) .113ò (2.8 mm) #2 SQ 3,600 56 

WCNS200113YZSP 2ò (50 mm) .113ò (2.8 mm) #2PH/#1SQ 3,600 56 

WCNS214113YZPH 2ıò (57 mm) Î  .113ò (2.8 mm) #2 PH 3,600 56 

WCNS214113YZSQ 2ıò (57 mm) Î  .113ò (2.8 mm) #2 SQ 3,600 56 

WCNS214113YZSP 2ıò (57 mm) Î  .113ò (2.8 mm) #2PH/#1SQ 3,600 56 

WCNS212113YZPH 2İò (65 mm) Î .113ò (2.8 mm) #2 PH 3,600 56 

WCNS212113YZSQ 2İò (65 mm) Î .113ò (2.8 mm) #2 SQ 3,600 56 

WCNS212113YZSP 2İò (65 mm) Î .113ò (2.8 mm) #2PH/#1SQ 3,600 56 

WCNS300113YZSP 3ò (75 mm) 113ò (2.8 mm) #2PH/#1SQ 3,600 48 

WCNS300120YZSQ 3ò (75 mm)      .120ò (3 mm) #2 SQ 3,600 48 

WCNS300120YZSP 3ò (75 mm)    .120ò (3 mm) #2PH/#2SQ 3,600 48 

WCNS312131YZSQ 3İò (90 mm)    .131ò (3.3 mm) #2 SQ 3,600 48 

WCNS312131YZSP 3İò (90 mm)    .131ò (3.3 mm) #2PH/#2SQ 3,600 48 

Harder Woods like Oak, Ash, etc. will increase Pull-Out Resistance of Ballistic NailScrews® dramatically.   
Î IAPMO #0133     Virginia Tech Multiple Use Classified 

  
 

 
  

15° BNS Plastic Sheet Coil  

Yellow Zinc Coated  ð Flat Head  

Part Number Length Diameter Head 
# / 

Case 
Cases/ 
Skid 

 
 
 

 

HSNS114113YZPH 1ıò (32 mm) .113ò (2.8 mm) #2 PH  3,600 56 

HSNS114113YZSP 1ıò (32 mm) .113ò (2.8 mm) #1 PH/#1SQ 3,600 56 

HSNS112113YZPH 1İò (38 mm) .113ò (2.8 mm) #2 PH 3,600 56 

HSNS112113YZSP 1İò (38 mm) .113ò (2.8 mm) #1 PH/#1SQ 3,600 56 

HSNS112YZPHBP 1İò (38 mm) .113ò (2.8 mm) #2 PH 3,600 56 

 

Blunt Point Special Design to 
use when splitting is an issue. 

Leaves concrete smoother, especially when you use caps. 

Phenolic Ply Wood NSDCN65S-3 

 Î 

      #2 SQ              #2 PH 
 
 
 

 
 

   

 

         Combo DriveÊ 
         #1 SQ & #2 PH or 

         #2 SQ & #2 PH 

        #2 PH   #1 PH & #1 SQ 

http://911-nails.com/Docs/IAPMO_ER_0133.pdf
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Application:  Concrete Forms  

 

20/22° BNS Plastic Strip  

Yellow Zinc Coated  ð Flat Head  

Part Number Length Diameter Head #/Case 
Cases/ 
Skid 

 HDNS134120YZSQ 1Ĳò (44 mm) .120ò (3 mm) #2 SQ 2,000 100 

HDNS200113YZPH 2ò (50 mm) .113ò (2.8 mm) #2 PH 2,000 100 

HDNS200113YZSP 2ò (50 mm) .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

HDNS200131YZSQ 2ò (50 mm) .131ò (3.3 mm) #2 SQ 2,000 100 

HDNS214113YZPH 2ıò (57 mm) Î  .113ò (2.8 mm) #2 PH 1,500 100 

HDNS214113YZSQ 2ıò (57 mm) Î  .113ò (2.8 mm) #2 SQ 1,500 100 

HDNS214113YZPH 2ıò (57 mm) Î  .113ò (2.8 mm) #2 PH 1,000 192 

HDNS214113YZSP 2ıò (57 mm) Î  .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

HDNS212113YZSP  2İò (65 mm) Î .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

HDNS212120YZPH 2İò (65 mm) .120ò (3 mm) #2 PH 1,500 100 

HDNS212120YZSQ 2İò (65 mm) .120ò (3 mm) #2 SQ 1,500 100 

HDNS300113YZPH    3ò (75 mm)  Î .113ò (2.8 mm) #2 PH 1,000 100 

HDNS314120YZPH 3ıò (82 mm) .120ò (3 mm) #2 PH 1,000 100 

HDNS312131YZSP 3İò (90 mm) .131ò (3.3 mm) #2PH/#2SQ   

HDNS400148YZSP 4ò (100 mm) .148ò (3.8 mm) #2PH/#2SQ   

HDNS412148YZSP 4İò (115 mm) .148ò (3.8 mm) #2PH/#2SQ   

HDNS500148YZSP 5ò (125 mm) .148ò (3.8 mm) #2PH/#2SQ   

HDNS512148YZSP 5İò (140 mm) .148ò (3.8 mm) #2PH/#2SQ   

HDNS600162YZSP 6ò (150 mm) .162ò (4 mm) #2PH/#2SQ   

Flat Head NailScrews® YZ coated in Plastic Strip 20° for most Framing Nailers.  Used for concrete forms, BNS 
reduces the damage to materials and is a Greener, Environmentally Friendly Approach, allowing materials to be 
reused.   Harder Woods like Oak, Ash, etc. will increase Pull-Out Resistance of Ballistic NailScrews® dramatically.  
Please call or e-mail if you have questions.  Î IAPMO #0133    Virginia Tech Multiple Use Classified 

 
 
 
 
 
 
 
 
 
 
 

NSD9021 

Phenolic Ply Wood 
Forming Board 

 

Î 

   #2 SQ          #2 PH       Combo DriveÊ 
         #2 SQ & #2 PH 

http://911-nails.com/Docs/IAPMO_ER_0133.pdf


 

                                                                 See pages 78-79 for compatible nailers. 
© 2015  Universal Fastener Outsourcing, L LC Page 28 
911-Nails.com   800.352.0028  479.443.9292  

Application:  Concrete Forms  

 

30/34 ° BNS Plastic Strip  

Yellow Zinc Coated  ð Flat Head  

Part Number Length Diameter Head #/Case 
Cases/ 
Skid 

 

PSNS134113YZSP 1Ĳò (44 mm) .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

PSNS200113YZSP 2ò (50 mm) .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

PSNS214113YZSP 2ıò (57 mm) Î  .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

PSNS212113YZSP 2İò (65 mm) Î .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

PSNS300113YZSP      3ò (75 mm) Î .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

Use a paper tape strip nailer to install these Ballistic NailScrews®.  Used for concrete forms, BNS reduces the 
damage to materials and is a Greener, Environmentally Friendly Approach, allowing materials to be reused.   Harder 
Woods like Oak, Ash, etc. will increase Pull-Out Resistance of Ballistic NailScrews® dramatically.  
Î IAPMO #0133    Virginia Tech Multiple Use Classified   

 

 
 

 

  

 

 
Use with caps to leave the 
concrete smooth. 

Î Combo DriveÊ 
#2 SQ & #2 PH 

NSDGT9034 

 Test with 110 lbs. of 
air pressure then 
adjust as needed. 

http://911-nails.com/Docs/IAPMO_ER_0133.pdf
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Application:  Doorsills/Windowsills  

Mini BNS Plastic Sheet Coil  

Yellow Zinc Coated ñFlat Head  
0 Degree  

 
 
 
 
 

 
 

 
 

 
150 BNS per coil 

Part Number Length Diameter Head 
# / 

Case 
Cases/ 
Skid 

MC0D3472T10YZ Ĳò (19 mm) .072ò (1.8 mm) T10 Star 2,700 120 

MC0D10083T10YZÙ 1ò (25 mm) .083ò (2.1 mm) T10 Star 2,700 120 

MC0D11483T10YZÙ 1ıò (32 mm) .083ò (2.1 mm) T10 Star 2,700 120 

15 Degree 

Part Number Length Diameter Head 
# / 

Case 
Cases/ 
Skid 

MC15D3472T10YZ Ĳò (19 mm) .072ò (1.8 mm) T10 Star 2,700 120 

MC15D10083T10YZÙ 1ò (25 mm) .083ò (2.1 mm) T10 Star 2,700 120 

MC15D11483T10YZÙ 1ıò (32 mm) .083ò (2.1 mm) T10 Star 2,700 120 

PPG1500Ê coated and Stainless Steel are also available by special order.  Other sizes may also be special ordered 
to meet the needs of your project.  ÙSpecial Order Item Only   

 

 

 
 
 
 

 

NSDCN32 for 0° 

comes with four no-
mar tips and a 360° 
rotating nose piece. 
1Ĳó maximum   

 

NSDCN38 for 15°  

1ıó maximum 

Door Frame Sill              
  

 

Just align the nose piece, and pull the 
trigger for a quick, easy installation. 

 

Adjustable nose allows for precise 

placement. 
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Application:  Fencing  

Use NSDCN65SP  
or NSDCN75 for  

harder applications. 

15° BNS Plastic Sheet Coil  

PPG1500Ê Combo Trim Head  

Part Number Length Diameter Head Color 
# / 

Case 
Cases/ 
Skid 

 

HSNS112113THC 1İò (38 mm) .113ò (2.8 mm) T-15 Cedar 1,600 80 

HSNS112113THT 1İò (38 mm) .113ò (2.8 mm) T-15 
Tan/ 
Earth 
Tone 

1,600 80 

 For use with AERT LifeCycle®, composite, and wood fencing.  Also for use with Steel applications (12-16 gauges). 
 

PPG1500Ê Flat Head  

Part Number Length Diameter Head Color 
# / 

Case 
Cases/ 
Skid 

 
 
 
 
 

HSNS112113PHG 1İò (38 mm) .113ò (2.8 mm) #2 PH Gray 1,600 80 

HSNS112113T15C 1İò (38 mm)  .113ò (2.8 mm) T-15 Cedar 1,600 80 

 For use with Wood fencing, Fiber-Cement Board, DragonBoard®, Steel applications (12-16 gauges), etc. 

 
  

 

 

 

 

 

 

NSDCN65S 

             Cedar and Redwood contain tannin 
            and can cause streaking, even  

            when stainless steel is used. 

AERT 2008 Testing 
1İòx.113 Plastic Sheet Coil Shot Through İò 
MoistureShield® Fence Picket into 1½òx16 ga. 
Allied Tube Galvanized Black Powder Coated 
Square Tubing averaged a maximum load of 
556.25 lbs. 
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Application:  Fencing  

 

15° BNS Wire Coil   
 

 

 

 
 
 

  

PT2000 ® Combo Trim Head ð White Head  
Part Number Length Diameter Head #/Case Cases/Skid  

 
 

PTWCNS214113THW 2ıò(57 mm) .113ò (2.8 mm) T-15 800 96 

For use with most types of composite, wood, or steel (12-16 gauges). 

PT2000 ® Combo Trim Head ð Dark Gray  
Part Number Length Diameter Head #/Case Cases/Skid  

 
 
 

PTWCNS214113TH 2ıò (57 mm) .113ò (2.8 mm) T-15 800 96 

For use with most types of composite, wood, ACQ treated lumber, hard and soft exotic lumber, and  
steel (12-16 gauges).  BNS smaller Trim Head is for use in framing or siding nailers. 

 

PT2000 ® Combo Head ð Fully Vinyl Coated  
Part Number Length Diameter Head #/Case Cases/Skid  

PTWCNS214CSQ 2ıò (57 mm)  .120 (3 mm) #2 SQ 800 96 

For use with many types of pressure treated lumber and wood or composite fencing. Dark Gray Color.  
 Virginia Tech Multiple Use Classified 

 
 

PT2000 ® Flat Head ð Dark Gray  

Part Number Length Diameter Head 
#/ 

Case 
Cases/ 
Skid 

 
 

PTWCNS134113SQ 1Ĳò (44 mm) .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS200113SQ 2ò (50 mm) .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS212113SQ 2İò (65 mm)Î .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS300113SQ 3ò (75 mm) Î .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS300113SP 3ò (75 mm) Î .113ò (2.8 mm) #2PH/#2SQ 800 96 

For use with many types of wood including ACQ and all other treated lumber and steel (12-16 gauges).  BNS Large 
Heads are for use in framing nailers only.  Î IAPMO #0133   
 
 
 

 Î 

NSDCN75 

Drives up to a 3ó BNS. 

             Cedar and Redwood contain tannin 
            and can cause streaking, even  

            when stainless steel is used. 

Combo DriveÊ 
 #2 SQ & #2 PH 

http://911-nails.com/Docs/IAPMO_ER_0133.pdf
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Application:  Fencing  

 

20/22° BNS Plastic Strip  
 

PPG1500Ê Flat  Head - Dark Gray  

Part Number Length Diameter Head #/Case 
Cases/ 
Skid 

 

PTHDNS134113PH 1Ĳò (44 mm) .113ò (2.8 mm) #2 PH 1,000 100 

PTHDNS200113PH 2ò (50 mm) .113ò (2.8 mm) #2 PH 1,000 100 

PTHDNS212113PH 2İò (65 mm)Î .113ò (2.8 mm) #2 PH 1,000 100 

PTHDNS212113SQ 2İò (65 mm)Î .113ò (2.8 mm) #2 SQ 1,000 100 

PTHDNS212113SP 2İò (65 mm)Î .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

PTHDNS300113PH 3ò (75 mm) Î .113ò (2.8 mm) #2 PH 1,000 100 

PTHDNS300113SQ 3ò (75 mm) Î .113ò (2.8 mm) #2 SQ 1,000 100 

PTHDNS300113SP 3ò (75 mm) Î .113ò (2.8 mm) #2PH/#2SQ 1,000 192 

For use with all types of wood, ACQ treated lumber, and all other treated lumber and steel (12-16 gauges).   
Î IAPMO #0133   
 

 

 Virginia Tech Multiple Use Classified 

PT2000 ®, PPG1500Ê, or Stainless Steel Combo Trim Head  

Part Number Length Diameter Head Color 
# / 

Case 
Cases/ 
Skid 

 
  

PTHDNS214113TH 2ıò (57 mm) .113ò (2.8 mm) T-15 PT2000® 1,000 100 

PTHDNS214113THB 2ıò (57 mm) .113ò (2.8 mm) T-15 Brown  1,000 100 

PTHDNS214113THC 2ıò (57 mm) .113ò (2.8 mm) T-15 Cedar  1,000 100 

PTHDNS214113THG 2ıò (57 mm) .113ò (2.8 mm) T-15 Gray 1,000 100 

PTHDNS214113THT 2ıò (57 mm)  .113ò (2.8 mm) T-15 Tan  1,000 100 

PTHDNS300113TH 3ò (75 mm) .113ò (2.8 mm) T-15 Gray 1,000 100 

SSHDNS300120TH 3ò (75 mm) .120 (3 mm) T-15 305 SS 1,000 100 

PPG1500Ê Coated with Color  Combo Head  

Part Number Length Diameter Head Color #/Case 
Cases/ 
Skid 

 

PTHDNS214CSQB 2ıò (57 mm)  .120 (3 mm) #2 SQ Brown 1,000 100 

PTHDNS214CSQC 2ıò (57 mm)  .120 (3 mm) #2 SQ Cedar 1,000 100 

PTHDNS214CSQG 2ıò (57 mm)  .120 (3 mm) #2 SQ Gray 1,000 100 

PTHDNS214CSQT 2ıò (57 mm)  .120 (3 mm) #2 SQ Tan 1,000 100 

PTHDNS212CSQ 2İò (65 mm) .120 (3 mm) #2 SQ Gold 1,000 100 

NSD9021 

Î 

Gray       Brown        Tan       Cedar    

Combo Drive 
#2 SQ & #2 PH 

http://911-nails.com/Docs/IAPMO_ER_0133.pdf
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Application:  Fiber -Cement Siding  

 

15° BNS Wire Coil  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

PT2000 ® Flat Head ð Dark Gray  

Part Number Length Diameter Head 
#/ 

Case 
Cases/ 
Skid 

 
 

PTWCNS134113SQ 1Ĳò (44 mm) .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS200113SQ 2ò (50 mm) .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS212113SQ 2İò (65 mm)Î .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS300113SQ 3ò (75 mm) Î .113ò (2.8 mm) #2 SQ 800 96 

PTWCNS300113SP 3ò (75 mm) Î .113ò (2.8 mm) #2PH/#2SQ 800 96 

  For use with many types of wood including ACQ and all other treated lumber.  Can also be used for light (12-16 
gauges) steel applications.  Works well with framing size tools.  Perfect for steel studs and high wind areas.  Use the 
2ıó where insulation is used between the siding and the framing materials.   
Î IAPMO #0133   

 

 
 
 

 Î 

NSDCN75 

       Test on scrap materials at 100-110 lbs. of pressure at the tool.   
     A depth of drive adjustment on the tool will make this easy! 

Fiber-Cement Siding 
Usually blind fastened 
where the fastener is 
attached near the top 
and the next piece of 

siding overlaps. 

DRAGONBOARD® 

Combo DriveÊ 
 #2 SQ & #2 PH 

http://911-nails.com/Docs/IAPMO_ER_0133.pdf
http://dragonboard.com/
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Application:  Fiber -Cement Siding  

 

15° BNS Plastic Sheet Coil  

PPG1500Ê Flat Head  

Part Number Length Diameter Head Color 
# / 

Case 

Cases
/ 

Skid 

 

HSNS112113PHG 1İò (38 mm) .113ò (2.8 mm) #2 PH Gray 1,600 80 

HSNS112113T15C 1İò (38 mm)  .113ò (2.8 mm) T-15 Cedar 1,600 80 

 For use on Fiber-Cement Board, DragonBoard® (Fire Proof Board), etc.  Can be used in 12-16 gauge Steel 
applications. 
 

PPG1500Ê Flat Head  

Part Number Length Diameter Head Color 
# / 

Case 
Cases
/Skid 

 

HSNS212113PSQC 2İò (65 mm) .113ò (2.8 mm) #1 SQ Cedar 1,600 80 

HSNS212113PSQG 2İò (65 mm) .113ò (2.8 mm) #1 SQ Gray 1,600 80 

HSNS212113PSQM 2İò (65 mm) .113ò (2.8 mm) #1 SQ Mahogany 1,600 80 

HSNS212113PSQW 2İò (65 mm) .113ò (2.8 mm) #1 SQ Walnut 1,600 80 

 Use the 2ıó where insulation is used between the siding and the framing materials. 

 

 

 

NSDCN65SP 

       Test on scrap materials at 100-110 lbs. of pressure at the tool.   
      A depth of drive adjustment on the tool will make this easy! 

Fiber-Cement Siding 
Usually blind fastened 
where the fastener is 
attached near the top 
and the next piece of 

siding overlaps. 

DRAGONBOARD® 

Mahogany      Walnut       Cedar         Gray 

http://dragonboard.com/





































































































